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How to Lay Out a House 



Tie a string to mark where the inside wall will go. Check to 
is perpendicular to the outside wall. 




Build a batterboard over each stake. 




Put a nail in the batterboard 
at the mark. 




Using a plumb, mark the point on 
the batterboard exactly above the 
nail . 




Using the nail as the center point, 
mark the width of the foundation on 
the batterboard. 




e the "3-4-5" method to check that the new strings are square. 




Using the string as a guide, mark the line of the trench for the foundation. 



How to Use a Level and Plumb 



THE LEVEL 

If the bubble in the level is not centered, the thing being checked is not level. 



Not Leve 



Level 




THE PLUMB 

A plumb is used to determine if a wall is built correctly. 



This wall is not 
straight and is 
dangerous. 
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This wall is built 
correctly and is 
safe. 




How to 

Build a Straight and Leve 




HOW TO BUILD A LEVEL AND PLUMR wan 



Step 1 




llt L S ^ in ? fr0m COrner t0 corner to use as a guide to olace 
the adobes in a straight line. P 



Step 2 




Put the mortar on the wall like this. 



Step 3 




Put mortar on the end of an adobe. 



Step 4 




Put the adobe on the wall. 





Hi«r , thV^'o?& I ri,r e into p,ace mtii » is 



Step 6 




a level to make sure the adobe is flat. 



How to Place Roofing Sheets 



HOW TO BUILD A SHEET ROOF 



Step 1 




Step 1 





How to Build a Tile Roof 



How to Build Safe Gables 



HOW TO BUILD A LIGHTWEIGHT GABLE 





3. Metal screen gable 






Empalmcs 



JOINTS 



These are the best joints: 



1. The "Cadena" 




The "Escuadra" 



FALSE JOINTS 



1 1UW IU NAIL L r ACH T YPE UK JOINT 
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5 



Nails should not pass from cne side of the wood through the other it will 
split the wood. It is better to place the nail on an angle. 



11 U v *ry Important tn ■ 

Joint. dnt l ° reinforce th» • • 

rce joint with gusset, h 

^«ets on both sides of the 



1 '. uw _ MAKE XMLNG J«)_UNl)_ I'OL t S 



1 . Nail the joint 






Use the "cadena" for the collar beam. 




WHERE TQ PLACE GUSSETS IN THE ROOF TRUSS 



